RITMER

A BRITISH COMPANY SUPPORTING BRITISH CARS

PISTON RING INSTALLATION

Triumph TR8, Rover SD1, Rover V8 & Land
Rover Discovery 1

Part Number: STC1427KP

1. Remove ridge at top of ring travel before pistons are removed from
block. Failure to remove ride will result in damage of second ring land.
If cylinders ae excessively tapered or out-of-round they should be
reconditioned.

2. Clean the pistons thoroughly and remove all carbon from ring grooves
so that rings and expanders have proper clearance. Remove carbon
from oil drain holes.

3. Check for worn top grooves. If side clearance is greater than .005” for
passengers’ cars or .005” for trucks the groove should be regrooved
to accommodate top groove spacer and regular width compressing
ring.

4. Check piston rim end clearance. Check in cylinder near bottom of ring
travel. Ring end clearance should be approximately .003” to .004” per
inch of cylinder diameter.

5. Preparing cylinders:

In honing the cylinders, a 220 and 280 grit is acceptable. Always wash
with water and soap solution to make sure that all grit from honing is
removed from cylinder walls. This is most important.

6. Piston skirts. If piston skirt clearance is excessive, resize by knurling.
Resize to fit cylinders at smallest diameter below ring travel.
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OIL RING

OIL RING GROOVE  ANILLO DE CONTROL DE ACEITE

SEGMENTS RACLEURS D'HUILE

PMACE SPACEIR N GROOVE. SFIIAL STEEL RAL MTO GROOVE ABOVE APACER,
SPRAL RENANNG RAL NTO GROCVE BELOW SPACER

LOCATE RAKR CAPFS APPROXIMATELY 1" TO FRIGHT AKD LEFY OF SFACER EXNDS,

F INNERSPRING IS INCLUDED, INSTALL N GROOVE AIRSY

COLOQUE SL ESPACIMOOR BN LA RANURA, CON UN MOVIMENTO ESPIRAL, WETALE
UNA DF LAS LAMMNA D RICLES 2ALNBA DEL SEPACINDUR, DE LA MSMARANERA N
STALE LA LAMBA RESTANTE ABAJD DEL FSPADIADCOR. SITUE LOS EXTRENMOS 0E LAS
LAMENAS A L™ (UNA FULGALA ) NPAOKXINADEYENT MACIA LA oUIRMA Y
PERECHA OF LOS ENTREMOS DEL SEPARADDOA RESPECTIVAMMENTE. DE DONTAR [1
AMNLLO CON UN RESCREE ESPRA., SSTE DEBE INSTAL ATSY. PRAERD EN LA RAKURA,
SEGNENTS RACLELRS:

TAOGSENT GORGE: PLACER LEXPANDEUR ACIER DANS LA GORGE. MEYTRE L'UN DES
RALS AVDESSUS DE LEXPANDELR £T LE SECOND EN DESBOUS.

LES EXTREMITES DS RAILS SERONT LOCALISEES A LA DROITE BY A LA CAUCHE DES EX-
TREMITES DE UEXPANDEUR

52 UN RESSONT MTEREUA EST CONPRIS DAMS LE JEU. NSTALLER LE RESSORT DANS LA
GORGE BN PREMER LIEU.

SETE CONTANIRG RAL WITIH TAR 1oF OF INGHE

FUAML CNE REGULAR RAL AND ONE TAS IAR #ER CYLW0ES - ;
YAl RALL CAN BE INSTALLED ABOVE O BELOW EX. '““""7/ 2N o
i N BANDER WITH TAR POUTTING TOWARD EXPANDER \
1* PETALLED IN HORZONTALLY OP P OSED ENGEVE ‘\ /
ks resuse dsmzy  MAIL GAPS SHOULD BE MSTALLED AS SHOWK AY MIGHT.
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